
2.4V 1.5Ah

3.6V 1.5Ah

4.8V 1.5Ah

6V 1.5Ah

6V 1.5Ah

7,2V 1.5Ah

2.4V 1.5Ah

3.6V 1.5Ah

4.8V 1.5Ah

6V 1.5Ah

6V 1.5Ah

7,2V 1.5Ah

7,2V 1.5Ah

7,2V 1.5Ah

2.4V 4.5Ah

3.6V 4.5Ah

4.8V 4.5Ah

4.8V 4.5Ah

6V 4.5Ah

6V 4.5Ah

2.4V 4.5Ah

3.6V 4.5Ah

4.8V 4.5Ah

6V 4.5Ah

6V 4.5Ah

3,6V 2,2Ah

V/Ah

V/Ah

V/Ah

V/Ah

Type: NiCd

Type: NiCd

Type: NiCd

Type: NiMh

blessing connector

SEC connector

2.4V 2.5Ah

3.6V 2.5Ah

4.8V 2.5Ah

6V 2.5Ah

2.4V 2.5Ah

3.6V 2.5Ah

4.8V 2.5Ah

4.8V 2.5Ah

6V 2.5Ah

6V 2.5Ah

2,4V 1.3Ah

3,6V 1.3Ah

4,8V 1.3Ah

6V 1.3Ah

4,8V 1.3Ah

4,8V 1,3Ah

4,8V 2.1Ah

4,8V 2,4Ah

L45 x H42

L67 x H42

L89 x H42

L111 x H42

L133 x H42

Ø22 x H85

Ø22 x H127

Ø22 x H169

Ø22 x H211

Ø33 x H117

Ø22 x H253

Ø22 x H253

L65 x H59

L98 x H59

L130 x H59

L130 x H59

L162 x H59

L162 x H59

Ø33 x H118

Ø33 x H177

Ø33 x H235

Ø33 x H294

Ø33 x H294

L98 x H35

afmeting

afmeting

afmeting

afmeting

L51 x H48

L77 x H48

L102 x H48

L128 x H48

Ø26 x H96

Ø26 x H144

Ø26 x H192

Ø26 x H192

Ø26 x H240

Ø14,5 x H50

Ø14,5 x H150

Ø14,5 x H200

Ø14,5 x H250

Ø14,5 x H50

Ø14,5 x H100

SubC-cel Ø22 x H42 - 1.5Ah

D-cel Ø233 x H59 - 4.5Ah

1/2 D-cel Ø33 x H35 - 2,2Ah

SC-cel 2,4Ah NiMh

A-cel 2,1Ah NiMh

C-cel Ø26 x H48 - 2.5Ah

AA-cel Ø14,5 x H50 - 1,3Ah

geleverd met FASTON 4,8mm Male



1. Famostar

2. van Lien, Blessing, Eaton

3. Ecolight

4. Hogro, Lighttronics

5. Hertek

6. Hogro/Lighttronic/Mackwell

7. Ridi Female

8. Hertek, Ridi Male

9. Serenga/van Lien Abb

10. Ajax

11. Etap 6,3 / 4,8 mm

12. Multicare

13. Fagerhult

14. Ecolight

15. Mackwell/HBI  2,8 / 2,8 mm

16. Etap

17. Vervanger kroonsteen

18. End Cap SC

19. End Cap D

DCORDSET1

DCORDSET2

DCORDSET4

DCORDSET5

DCORDSET6

DCORDSET7

DCORDSET8

DCORDSET9

DMONTAGE31

DMONTAGE32

DMONTAGE33

DMONTAGE34

DMONTAGE35

DMONTAGE36

DMONTAGE37

DMONTAGE38

WAGO KLEM

DOENDCAPSC

DOENDCAPSC

Aansluitingen


